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Special Order LTL Freight
Extra Shipping May Apply

Shipping & Freight

Ground Shipping is prepaid on orders  > $1000.00 net pre tax value, on all items de-
liverable by Standard Ground Shipping.  Freight (LTL) shipments are prepaid on orders 
$3000.00 net pre tax value (Business to Business, Dock to Dock). Residential LTL delivery 
is not prepaid. Items requiring special handling, such as dangerous goods and oversized 
products are excluded from the prepaid freight program.  LINZEL DISTRIBUTING will use its 
carrier of choice.  Backorders will remain open until fulfilled unless otherwise notified.

Terms and  
Conditions

Please see page 174 for all terms and conditions

OUR MISSION

1. Committed to becoming your Green Industry Partner of choice!
2. Dedicated to Your Success - Our team has unsurpassed knowledge and expertise and we 

strive to exceed our customers expectations.
3. Going the Extra Mile - Our goal is to service our clients with the best training, products, pric-

ing and client care possible.  

To Build A Great Company, In An Industry We Love.

Our goal is to continue to provide world-class products, product expertise, excellent customer 
service and industry-leading customer education programs to landscape Dealers and Contrac-
tors.  As a member of the SiteOne® family, Linzel is able to offer a larger assortment of world-

class products and become more competitve in growing markets!  We will continue to focus on 
what makes Linzel your distributor of choice and continue to provide you with all of your  

Lighting, Fire, Water and Audio needs. 

OUR MESSAGE

Branch Manager: Greg Goulet Sales Manager: Barry Schilthuis

417 Winona Rd, Hamilton, Ontario. L8E5E4 
1.866.340.1999  |  sales@linzel.ca

Cover Photo Courtesy of:
Luxury Light Outdoor Systems & Cameron St. Visual Storytelling 

 
Back Cover Photo Courtesy of:

Luxury Light Outdoor Systems, Shademaster Landscaping & Cameron St. Visual Storytelling 
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INDOOR TRAINING CENTRE

FIRE TORCHES 
Torch or Lantern.  Wall, Post or Pillar.

WATER FEATURES 
Urns, Columns, Fountains & More! 

ACCENT LIGHTS 
Aluminum to Brass.  Integrated to Hybrid. 

FIRE BURNERS 
Products to fit any size!  
Linear, Square & Round. 

PATH LIGHTS 
Aluminum to Brass.  Integrated to Hybrid. 

HARDSCAPE LIGHTS 
Available in four sizes  
& five different finishes! 
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DRAINAGE 
Plastic, Composite & Stainless

FIRE BOWLS  
Pool & Spa Rated!  Push Button & 
Electronic 

BASIN KITS 
Basin Kits for all spillways  
& water features. 

WATER SPILLWAYS 
Single Colour, Colour Changing,  
Stainless & Copper. 

OUTDOOR AUDIO 
Patio or Landscape Systems 

12V TRANSFORMERS 
Various Sizes.  Single or Multi-Zone 
App Controlled.  
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12V TECHNIQUES

CROSS LIGHTING PATH LIGHTING

HARDSCAPE LIGHTING DECK & PATIO LIGHTING

IN-GROUND LIGHTING MOON LIGHTING

WALL-WASH LIGHTING ACCENT LIGHTING

GRAZE LIGHTING SILHOUETTE LIGHTING

SHADOW LIGHTING MIRROR LIGHTING
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WIRING / GAUGE INFO

Power (Watts)

Wire Gauge / Length / (ft/m) Load Chart

10 Gauge 12 Gauge 14 Gauge 16 Gauge

0-20 1860' / 567m 1150' / 351m 730' / 223m 450' / 137m

21-40 930' / 283m 580' / 177m 370' / 113m 230' / 70m

41-60 620' / 189m 390' / 119m 240' / 73m 150' / 46m

61-80 470' / 143m 290' / 88m 180' / 55m 110' / 34m

81-100 370' / 113m 230' / 70m 140' / 43m 90' / 27m

>100 Consult Linzel Support Team

VOLTAGE DROP CALCULATION

Calculation Example

Transformer Tap Voltage 14V

Total Watts On Run 75 Watts

Length of Wire (ft) 85 Feet

Wire Constant (See Chart) 7,490

End Fixture Voltage 13.15V

End Fixture Voltage = 
Transformer Tap Voltage – (Total Watts x Length of Wire / Wire Constant)
• Transformer Tap Voltage – Varies by transformer and can be 12V, 13V, 14V or 15V.
• Total Watts – The total wattage of each fixture that will be installed on an 
individual wire run
• Length of Wire – The length in feet of an individual wire run.
• Wire Constant – Predetermined value, see chart below.
We recommend starting with 12 gauge and adjusting if necessary.
• End Fixture Voltage – Should be greater that 10V to ensure 
 effective operation.

Utilize the voltage drop calculation to select the appropriate wire gauge and to determine the voltage that will be delivered to the 
last fixture on your wire run. This calculation should be done on each wire run to ensure safeand effective operation.

14V 7,49075W 13.15V85'X- / =

Wire Constants
18 gauge ..........1,380
16 gauge .......... 2,200
12 gauge ..........7,490
10 gauge .......... 11,920
8 gauge ..........18,960

HELP!!?? 
What if your number is less than 9V?

• If possible, select the next highest voltage tap and
recalculate.
• Decrease the load (eliminate fixtures) on the wire run and
recalculate.
• Increase the wire gauge and recalculate.

Think About Distance

When choosing beam angle, keep in mind that the angle will 
open up with distance. A 15° beam angle's spread will increase 
in diameter the further the light travels. On the other hand, a 
narrow beam width that hits a thick branch close to the ground 
may get blocked and go no further.

15° Beam 35° Beam 60° Beam

Distance 
(in feet)

Diameter of Beam Spread (in feet)

10' 2.63' 6.31' 11.55'

20' 5.27' 12.61' 23.09'

30' 7.9' 18.92' 34.64'

40' 10.53' 25.22' 46.19'

50' 13.17' 31.53' 57.74'

60' 15.8' 37.84' 69.28'

70' 18.43' 44.14' 84.02'

80' 21.06' 50.45' 100.69'

Photo Courtesy of Smart Home Irrigation
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12V ACCENT TIPS

CHOOSING THE RIGHT 12V LED ACCENT LIGHT

YOUR SITUATION 
AND NEEDS

Looking for an affordable
option that will meet your
needs today. Not sure how
long you will stay in your
present house.

In search of the most reliable
product – one that will last a
long time and produce the best
quality light. Details relating to
the light quality and the lighting
design are important to you.

In pursuit of the product that is
the best investment and will
last the longest. You want the
very best lighting design, as
well as fixtures that will adapt
as your landscape changes.

OVERVIEW

A solid, economical choice

with Kichler®’s quality designs,
materials and finishes. May
require bulb replacement
after a few years.

A highly engineered solution
requiring no bulb changing,
entirely sealed from the
elements. Optimal light
quality will produce a
beautiful lighting design.

Our premium product,
no bulb changing, entirely
sealed, optimal light quality,
with a built-in feature for
adjusting lumen levels.
Enables flexibility and fine tuning
of the lighting design.
The longest-lasting product.

12V Drop-In Accent
with LED Lamp

12V Integrated  
LED Accent

12V Integrated LED
Accent with VLO

SEALED Not sealed from the elements
Employs advanced engineering,

sealing the fixture from all
elements

Employs advanced engineering,
sealing the fixture from all

elements

HEAT MANAGEMENT Minimal heat management
Advanced thermal management,
keeping heat away from the LED

and resulting in longer life

Advanced thermal management,
keeping heat away from the LED

and resulting in longer life

LIGHT QUALITY May produce halos or scallops 
Wider LED binning tolerances

Optimal, uniform light from
center to edge 

Tighter LED binning tolerances

Optimal, uniform light from
center to edge, single optic. 

Tighter LED binning tolerances

BULB REPLACEMENT Bulb replacement may be
required after a few years No bulb replacement required No bulb replacement required

LUMEN  
DEPRECIATION

Loses brightness with time No noticeable loss of brightness
during the warranty period

No noticeable loss of brightness
during the warranty period

SURGE PROTECTION None 2kV fixture protection 2kV fixture protection

BEAM SPREAD
ADJUSTMENT

None None
Expand beam spread with a
special lens accessory; aids

in fine-tuning design

LUMEN ADJUSTMENT None None

Adjust lumens to three levels
with the touch of a magnet;

aids in fine-tuning the lighting
design or adjusting to plant

and tree growth

LED COLOUR SHIFT Possible over time None None

WARRANTY
Limited

6 Years on LED
10 years 15 years

PRICE RANGE $ $$ $$$

*LED bulbs are warrantied for 6 years; Fixtures are warrantied for 5 years (Aluminum) or 10 years (Brass).
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SMALL DECIDUOUS

• Single accent 35°: Most small, deciduous trees only 
need one accent light, but it’s important to take the  
viewing angle into account. If viewed from two  
angles, the tree may benefit from two accent lights. 

• Canopy-aimed: The fixture should graze the trunk  

and point up into the canopy for maximum effect. 

Recommended fixture: VLO 12V LED Small 35° (16016)

MEDIUM DECIDUOUS

• Cross-lighting: While it is possible to use one 60° 
accent, it is better in most cases to use two 35°  
lights because they will direct more concentrated 
light into the canopy. 

• Position the accent lights so they graze the trunk  
but are focused on the canopy. 

Recommended fixtures: One VLO 12V LED Small 60° 
(16017) or two VLO 12V LED Small 35° (16016).

ACCENT LIGHTING DESIGN TIPS

LARGE DECIDUOUS

• Different angles: A large tree (60-100 feet) will require 
a combination of accent lights with different angles. 

• If the canopy starts at 25' place one 15° accent light at 
the base of the tree highlighting the trunk, and if the 
tree shape resembles the one above, use a 35° accent 
light to highlight the trunk. 

• Place 2-3 accent lights (35° or 60°) away from the 
trunk pointing into the canopy* and 1-2 accent  
lights in the canopy, pointing up. 

Recommended fixtures: VLO 12V LED Large 15° (16018) 
for the trunk, VLO 12V LED Large 35° (16019) or 60° 
(16020) for the canopy. Add 16091FRO beam expander  
to 16020 to go wider than 60°.

LARGE CONIFER

• Total capture: Two accent lights with 60° beam 
spread to light up the tree on two sides, creating  
360° of visual interest. 

• Greater distance: With firs, the fixtures should be 
placed farther away from the base and should  
shine directly onto the tree (rather than aiming  
up into the canopy). 

Recommended fixture: 25' tall or less: VLO 12V LED 

Small (16016, 16017) or 30' tall: Large 35° or 60° (16019, 

16020).
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KICHLER GEN 1.5 LED 2.5W 200 LUMEN

KICHLER GEN 1.5 LED 7W 500 LUMEN

KICHLER GEN 1.5 LED 3.5W 300 LUMEN

12V ACCENT

ITEM #: K/16150 K/16151 K/16152

Beam Spread 10° 35° 60°

Colour Temp / Lumen 3000K / 200 Lm | 80Lm / Watt

Light Source 3 integrated high-output LEDs 

Wattage/VA 2.5W (3.5VA)

Available 
Finishes

AZT - Textured Bronze
BKT - Textured Black 

$169.98 
$169.98

Wiring 48” of usable #18-2

Operating Range 9V - 15V AC/DC with no loss of output

CRI/ IP Rating 80+ / IP66

Housing Aluminum (AZT/ BKT)

Includes 8” slotted in-ground stake and 2 gel-filled wire nuts

Light Reach Up to 20 Feet

Warranty 10 Year

ITEM #: K/16153 K/16154 K/16155

Beam Spread 10° 35° 60°

Colour Temp / Lumen 3000K / 300 Lm | 86Lm / Watt

Light Source 6 integrated high-output LEDs

Wattage/VA 3.5W (5.25VA)

Available  
Finishes

AZT - Textured Bronze
BKT - Textured Black  

$199.98 
$199.98

Wiring 48” of usable #18-2

Operating Range 9V - 15V AC/DC with no loss of output

CRI/ IP Rating 80+ / IP66

Housing Aluminum (AZT/ BKT)

Includes 8” slotted in-ground stake and 2 gel-filled wire nuts

Light Reach Up to 30 Feet

Warranty 10 Year

ITEM #: K/16156 K/16157 K/16158

Beam Spread 10° 35° 60°

Colour Temp / Lumen 3000K / 500 Lm |  7 1Lm / Watt

Light Source 6 integrated high-output LEDs

Wattage/VA 7W (10VA)

Available  
Finishes

AZT - Textured Bronze
BKT - Textured Black 

$239.98 
$239.98

Wiring 48” of usable #18-2

Operating Range 9V - 15V AC/DC with no loss of output

CRI/ IP Rating 80+ / IP66

Housing Aluminum (AZT/ BKT)

Includes 8” slotted in-ground stake and 2 gel-filled wire nuts

Light Reach Up to 50 Feet

Warranty 10 Year

Accessories found on page 55-57.

AZT    BKT    

AZT    BKT    

AZT    BKT    

Accessories found on page 55-57.

Accessories found on page 55-57.
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WAC MINI ACCENT 45-365 LUMEN

ITEM #: WAC/5111-(27/30)BK

Beam Spread Adjustable indexed at 10°, 25°, 40°, 50°

Lumen Integrated LED: 45 - 365 Lm

Wattage / VA Adj. indexed at 1W, 2W, 4W, 6W, 7W / 10.5VA

Available 
Colour Temp :

27 - 2700K  (Special Order) 
30 - 3000K

Available Finishes: BK - Black $238.99

Wiring 72" of usable #18-2

Operating Range 9V - 15V AC/DC - Dimmable

CRI / IP Rating 85+ / IP66

Mounting stake & direct burial gel-filled wire nuts included

Light Reach Up to 30 Feet

Warranty 10 Year

$

WAC ACCENT 50-1160 LUMEN

ITEM #: WAC/5011-(27/30)BK

Beam Spread Adjustable indexed at 15°, 30°, 45°, 60°

Lumen Integrated LED: 50 - 1160 Lm

Wattage / VA Adj. indexed at 2W, 4W, 8W, 13W, 16W / 23VA

Available 
Colour Temp :

27 - 2700K  (Special Order) 
30 - 3000K

Available Finishes: BK - Black $296.99

Wiring 72" of usable #18-2

Operating Range 9V - 15V AC/DC - Dimmable

CRI / IP Rating 85+ / IP66

Mounting stake & direct burial gel-filled wire nuts included

Light Reach Up to 100 Feet

Warranty 10 Year

Photo Courtesy of:  

Land Escapes & Capture Studio
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VLO SMALL 5.5W

ITEM #: K/16015 K/16016 K/16017

Beam Spread 15° 35° 60°

Colour Temp 3000K

Light Source 1 integrated high-output LED (5.5W/8 VA)

Wattage/VA, Lumens
Level 1: 100Lm 
Level 2: 200Lm
Level 3: 300Lm 

Halogen Replacement

Level 1: 10W
Level 2: 20W
Level 3: 30-35W 
Factory set at Level 2 (200Lm)

Finish
AZT - Textured Bronze
BKT - Textured Black  
CBR - Brass *Special Ord.*

$259.98 
$259.98 
$329.99 

Wiring 48” of usable #18-2 

Operating Range 9V - 15V AC/DC with no loss of output

Surge Protection 2000K Volt protection built on board

CRI/ IP Rating 80+ / IP66

Housing Aluminum (AZT, BKT) / Brass (CBR)

Includes 8” slotted in-ground stake and 2 gel-filled wire nuts

Light Reach Varies (10 Feet, 20 Feet, 30 Feet)

Warranty 15 Year

Level 1 Level 2 Level 3

AZT   BKT CBR

12V ACCENT

Level 1
100 Lumens
(shown: 16016 Small Accent, 35° Flood, 
2W, 3000K)

Level 2
200 Lumens (*factory setting)
(shown: 16016 Small Accent, 35° Flood, 
3.5W, 3000K)

Level 3
300 Lumens
(shown: 16016 Small Accent, 35° Flood, 
5.5W, 3000K)

100-300 LUMENKICHLER

When lighting a young tree, we recom-
mend using a cross-lighting technique 
with two VLO 3000K Small 35 Degree 
Floodlights (16016), as shown above.

As the tree grows, use the Magnetic 
Key to adjust the lumen output to  
Level 2.

Mature trees require more lumens; we 
recommend adjusting the lumen output 
to Level 3 for maximum light coverage.

LEVEL 1 – 100 lm (16016)

0 lm 300 lm

LEVEL 2 – 200 lm (16016)

0 lm 300 lm

LEVEL 3 – 300 lm (16016)

0 lm 300 lm

Accessories found on page 55-57.
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ITEM #: K/16018 K/16019 K/16020

Beam Spread 15° 35° 60°

Colour Temp 3000K

Light Source 1 integrated high-output LED (12W / 17VA)

Wattage/VA, Lumens
Level 1: 400Lm 
Level 2: 600Lm
Level 3: 835Lm

Halogen Replacement

Level 1: 35-40W
Level 2: 50W
Level 3: 75W 
Factory set at Level 1 (400Lm)

Finish
AZT - Textured Bronze
BKT - Textured Black  
CBR - Brass *Special Ord.*

$289.98 
$289.98 
$379.99

Wiring 48” of usable #18-2 

Operating Range 9V - 15V AC/DC with no loss of output

Surge Protection 2000K Volt protection built on board

CRI/ IP Rating 80+ / IP66

Housing Aluminum (AZT, BKT) / Brass (CBR)

Includes 8” slotted in-ground stake and 2 gel-filled wire nuts

Light Reach Varies (30 Feet, 50 Feet, 75 Feet)

Warranty 15 Year

Level 1 Level 2 Level 3

AZT  BKT     CBR

Level 1
400 Lumens (*factory setting)
(shown: 16019 Small Accent, 35° Flood, 
5.25W, 3000K)

Level 2
600 Lumens 
(shown: 16019 Small Accent, 35° Flood, 
8.5W, 3000K)

Level 3
835 Lumens
(shown: 16019 Small Accent, 35° Flood, 
12W, 3000K)

400-835 LUMENVLO LARGE 12WKICHLER

Accessories found on page 55-57.
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KICHLER MR 16 ACCENT 15384

12V ACCENT

ITEM #: K/15483

Description MR 8 Brass Accent

Housing Cast Brass

Finish
CBR - Centennial Brass  

BKB - Black Brass
$79.98 
$97.99

Wiring 36” of usable #18-2

Lamp Base MR8 (Bi-pin)

Lamp Not Included

LED Lamp Options 1.5W (40°, 60° Available)

Dimensions 4.5”L x 1.5” W

Includes 8” slotted in-ground stake

Warranty Limited Lifetime

ITEM #: K/18155

1.5W, 40°, 3000K 
150Lm

$37.98

SUGGESTED

KICHLER MR 16 BLACK BRASS 15475BKB

ITEM #: K/15475BKB

Description MR 16 Brass Accent

Housing Cast Brass

Finish BKB - Black Brass

Wiring 30” of usable #18-2

Lamp Base MR16 (Bi-pin)

Lamp Not Included

LED Lamp Options 4W, 5W, 7W (15°, 30°, 60° Available)

Dimensions 5.25”L x 2.5” W

Includes 8” slotted in-ground stake

Warranty Limited Lifetime

$ $122.99

ITEM #: K/18131

4W, 40°, 3000K, 270Lm

$39.98

SUGGESTED

ITEM #: K/15384(AZT/BKT)

Description For uplighting only

Housing Cast Aluminum

Finish
AZT - Textured Arch. Bronze

BKT - Textured Black

Wiring 48” of usable #18-2

Lamp Base MR16 (Bi-pin)

Lamp Not Included

LED Lamp Options 4W, 5W, 7W (15°, 30°, 60° Available)

Dimensions 5” H x 2.5” W

Includes 8” slotted in-ground stake

Warranty 5 Year

$ $74.98

ITEM #: K/18131

4W, 40°, 3000K, 270Lm

$39.98

SUGGESTED
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STRIKER MR 16 BLACK BRASS TORCH

KICHLER MR 16 FIXED SOCKET 15485CBR

ITEM #: K/15485CBR

Description MR 16 Brass Accent

Housing Cast Brass

Finish CBR - Centennial Brass 

Wiring 36” of usable #18-2

Lamp Base MR16 (Bi-pin)

Lamp Not Included

LED Lamp Options 4W, 5W, 7W (15°, 30°, 60° Available)

Dimensions 6”L x 2.5” W

Includes 8” slotted in-ground stake

Warranty Limited Lifetime

$ $99.98

ITEM #: K/18131

4W, 40°, 3000K, 270Lm

$39.98

SUGGESTED

STRIKER TORCHEY

ITEM #: ST/TORCHEY

Description MR 8 Black Brass Accent

Housing Cast Brass

Finish Gun Metal Black

Wiring 72” of usable #18-2

Lamp Base MR8 (Bi-pin)

Dimensions 4.15”L x 1.25” W

Includes 8” slotted in-ground stake

Warranty 10 Year

Ordering Guide

ST/TORCHEY Fixture Only - Fits MR8 $69.97

ST/TORCHEY27 30°, 2700K, 80Lm $84.97

ST/TORCHEY30 30°, 3000K, 80Lm $84.97

ITEM #: ST/1W3030K

1W, 30°, 3000K, 
80Lm

$19.97

SUGGESTED

ITEM #: ST/TORCH

Description MR 16 Black Brass Accent

Housing Cast Brass

Finish Gun Metal Black

Wiring 72” of usable #18-2

Lamp Base MR16 (Bi-pin)

Dimensions 5”L x 2.375” W

Includes 8” slotted in-ground stake

Warranty 10 Year

Ordering Guide

ST/TORCH Fixture Only - Fits MR16 $79.97

ST/TORCH27 40°, 2700K, 300Lm $99.97

ST/TORCH30 40°, 3000K, 300Lm $99.97

ITEM #: ST/3W4030K

3W, 40°, 3000K, 
300Lm

$24.97

SUGGESTED

MR 8 BLACK BRASS
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ITEM #: K/15476

Housing Cast Aluminum (AZT,BKT)

Wiring 53” of usable #18-2, SPT-1-W leads.

Lamp Base 12V T-5 Wedge base socket

Finish
AZT - Textured Bronze 
BKT - Textured Black 

$99.98 
$99.98

Includes 8” slotted in-ground stake.  
Clear, Frosted and Horizontal lens.

Dimensions 4.35” H x 4” W

Warranty Limited Lifetime

KICHLER MINI WALL WASH 15476

ITEM #: K/18120
2W, 130LM 
2700K

$44.98

SUGGESTED LED

ITEM #: K/18121
2W, 130LM 
3000K

$44.98

12V ACCENT & WASH

ITEM #: K/15476CBR

Housing  Cast Brass (CBR)

Wiring 53” of usable #18-2, SPT-1-W leads.

Lamp Base 12V T-5 Wedge base socket

Finish CBR - Centennial Brass

Includes 8” slotted in-ground stake. 

Dimensions 4.35” H x 4” W

Warranty Limited Lifetime

$ $149.98

KICHLER MINI WALL WASH 15476CBR

ITEM #: K/18120
2W, 130LM 
2700K

$44.98

SUGGESTED LED

ITEM #: K/18121
2W, 130LM 
3000K

$44.98

FX MR 16 ACCENT MU

ITEM #: FX/MUNLLS(FB/BZ)

Description For uplighting only

Housing Zinc / Aluminum Alloy

Finish
FB - Black

BZ - Bronze Metallic

Wiring 120" of usable #18-2

Lamp Base MR16 (Bi-pin)

Lamp not included

LED Lamp Options 4W, 5W, 7W (15°, 30°, 60° Available)

Dimensions 8.68” H x 2.4” W

Includes 10” slotted in-ground stake

Warranty 10 Year

$ $119.99

ITEM #: BRI/7701

4W, 30°, 3000K, 420Lm

$25.99

SUGGESTED
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ITEM #: FX/CW-51

Housing Brass Construction

Wiring 120” of usable #18-2

Lamp Base MR16

Finish Antique Bronze 

Includes 10" ABS slotted installation spike. No Lamp Supplied

Dimensions 6.2” H x 4.4” W

Warranty 10 Year

$ $179.99

FX WALL WASH CW-51

ITEM #: BRI/1579
4W, 350LM 
2700K, 120⁰

$25.99

SUGGESTED LED

ITEM #: BRI/1777
4W, 420LM 
3000K, 120⁰

$25.99

KICHLER 150-600 LUMEN

ITEM #: K/16026

Beam Spread Vertical = 86° Horizontal = 108°

Colour Temp 3000K

Light Source 1 integrated high-output COB LED

Wattage/VA, Lumens

Level 1 (low): 2.5W/4VA, 150Lm 
Level 2 (mid): 5W/7VA, 300Lm

Level 3 (mid): 8W/10.5VA, 450Lm 
Level 4 (high): 10W/23VA, 600Lm 

Factory set at Level 1 (150Lm)

Finish
AZT - Textured Arch. Bronze
BKT - Textured Black 

$279.98 
$279.98

Wiring 48” of usable #18-2 

Operating Range 9V - 15V AC/DC with no loss of output

Surge Protection 4000K Volt protection built on board

CRI/ IP Rating 80+ / IP66

Housing Aluminum (AZT, BKT)

Includes 8” slotted in-ground stake and 2 gel-filled wire nuts

Warranty 15 Year

VLO MINI FLOOD

PHOTOMETRICS
Item # 16026 (LEVEL 1) 16026 (LEVEL 2) 16026 (LEVEL 3) 16026 (LEVEL 4)

Beam Angle Vertical = 86° Horizontal = 108° Vertical = 86° Horizontal = 108° Vertical = 86° Horizontal = 108° Vertical = 86° Horizontal = 108°

Lumen 150 300 450 600

Ft. Away
Foot-Candles 

*Average

Beam Spread
Ft.

Foot-Candles 
*Average

Beam Spread
Ft.

Foot-Candles 
*Average

Beam Spread
Ft.

Foot-Candles 
*Average

Beam Spread

Vert. Horiz. Vert. Horiz. Vert. Horiz. Vert. Horiz.

2' 19.9 (fc) 3' 4.6' 2' 39.9 (fc) 3' 4.6' 2' 59.8 (fc) 3' 4.6' 2' 79.7 (fc) 3' 4.6'

4' 5.0 (fc) 6' 9' 4' 10.0 (fc) 6' 9' 4' 14.9 (fc) 6' 9' 4' 19.9 (fc) 6' 9'

6' 2.2 (fc) 9' 13.8' 6' 4.5 (fc) 9' 13.8' 6' 6.7 (fc) 9' 13.8' 6' 8.9 (fc) 9' 13.8'

8' 1.3 (fc) 12' 18.4' 8' 2.5 (fc) 12' 18.4' 8' 3.8 (fc) 12' 18.4' 8' 5.0 (fc) 12' 18.4'

10' 0.8 (fc) 15' 23' 10' 1.6 (fc) 15' 23' 10' 2.4 (fc) 15' 23' 10' 3.2 (fc) 15' 23'

15' 0.4 (fc) 22.6' 34.5' 15' 0.7 (fc) 22.6' 34.5' 15' 1.1 (fc) 22.6' 34.5' 15' 1.4 (fc) 22.6' 34.5'

20' 0.2 (fc) 30' 46' 20' 0.4 (fc) 30' 46' 20' 0.6 (fc) 30' 46' 20' 0.8 (fc) 30' 46'

*Average center beam foot-candle measurement.
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KICHLER MR 16 BRASS DOWN

FX MR 16 DOWN MD

12V DOWN 

ITEM #: K/15486CBR

Housing Brass with long cowl & hexcell lens

Finish CBR - Centennial Brass 

Wiring 36” of usable #18-2

Lamp Base MR16 (Bi-pin)

Lamp Not Included
Mount Included

LED Lamp Options 4W, 5W, 7W in (15°, 30°, 60°)

Dimensions 11.5”L x 2.25” W

Warranty Limited Lifetime

$ $149.98

15486CBR

ITEM #: FX/MDNL(BZ/FB)

Housing Cast Aluminum

Finish
BZ - Bronze Metallic

FB - Black

Wiring 16" of usable #18-2

Lamp Base MR16 (Bi-pin)

Lamp Not Included
Mini Mount Included

Dimensions 10.5”L x 2.9” W

Warranty 10 Year Limited

$ $179.99

ITEM #: BRI/7756

4W, 60°, 3000K, 420Lm

$25.99

SUGGESTED

ITEM #: K/18133

4W, 60°, 3000K

$39.98

SUGGESTED

How to Create Downlighting

Identify a large deciduous tree on the property that is a focal point 
of the landscape or near an outdoor living space. A large, tall tree 
is best, with branches that start high up, although you can use a 
smaller tree too.

Place one down accent light at least four feet above the lowest tier 
of branches. About 20-25 feet from the ground is ideal. Point the 
accent light downward, experimenting with the right direction for 
creating shadows with the branches below.

You can place the light lower or higher, but you want to avoid situa-
tions where the light is buried behind too many branches or where 
the light is visible or blinding from below. Kichler Lighting sells a 
large variety of cowls that reduce the visibility of the light source.



What are the targets?
Please view the website for target details.

Can I pre-register?
Yes, pre-registration is recommended as
space is limited.

Do I need to sign up?
Nope! Purchases through Linzel or an
authorized dealer will be tracked and we’ll
ensure you’re aware!

What’s the trip value?
The trip has a value of (est.) $2,500.00
- 3,000.00 CAN per person. 

In partnership with Kichler Lighting
























































































































































































































































































































	2025 Firescaping
	2025 Waterscaping 
	2025 Landscape Audio

